
BULP 
   TECH RIDER & STAGE PLAN 

 
Own equipment 
Laptop, sound card, MIDI controllers, drum pad, table for laptop and hardware 
Wireless in-ear monitoring system for vocalist 
Own in-ear mixer for musician 
 
Requirements 
- Sound engineer present 
- 2x dynamic vocal mic with stand + 2x XLR cables for connecting the mics 

to splitter (see stage plan below, minimum cable length - 10m) 
- XLR or TRS send to an in-ear transmitter, balanced signal (stereo ideal) 
- 2x floor monitor, solo talkback to in-ear mixer through XLR or TRS cable 
- Minimum stage dimensions 3,5m x 2,5m 
 
Input list 
(signals are balanced, extended on an XLR multicable and numbered) 
1 1x XLR – vocal 1 direct (MIC) 
2 1x XLR – vocal 2 direct (MIC) 
3 1x XLR – vocal 1 mono reverb (LINE) 
4 1x XLR – vocal 2 mono reverb (LINE) 
5, 6 2x XLR – stereo submix from soundcard (LINE) 
7, 8 2x XLR – stereo signal from drum pad (LINE) 
 
Stage plan 
 

 
 
 
 
 
 
 
 
 
 
 
Contact 
Samuel Štefanec, +421905930196, bulpmusic@gmail.com 


