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Vlastné vybavenie

BULP

TECH RIDER & STAGE PLAN

Laptop, zvukova karta, MIDI ovladace, drum pad, stél pod laptop a hardvér
Bezdratovy in-ear monitoring systém pre vokalistku
Vlastny in-ear mixpult pre hudobnika

Poziadavky

- Pritomny zvuka
- 2x dynamicky mikroféon so stojanom + k nim 2x XLR kable na pripojenie
mikrofénov do splittera (vid' plan dole, dizka kablov min. 10m)

- XLR/ TRS send do in-ear vysielaCa (symetricky signal, idealne stereo)
- 2x pédiovy monitor, sélo talkback do in-ear mixpultu cez XLR / TRS kabel
- Minimalny rozmer pédia 3,5m x 2,5m

Zoznam vstupov

(signaly su symetrické, vyvedené cez XLR multikabel a oc¢islované)

NOBRhWON =

1x XLR — vokal 1 direct (MIC)
1x XLR — vokal 2 direct (MIC)
1x XLR — vokal 1 mono reverb (LINE)
1x XLR — vokal 2 mono reverb (LINE)

,6 2x XLR — stereo submix zo zvukovej karty (LINE)
, 8 2x XLR — stereo signal z drum padu (LINE)
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Kontakt

Samuel Stefanec, +421905930196, bulpmusic@gmail.com



